
ECHO BLOCK (2" MIN.)

(INSULATION OPTIONAL)

20 GA. GALV. CLEAT

3.5" OMG HEADLOK SP

9" O.C. ALONG VERTICAL FACE.

24 GA. GALV. DRIP EDGE

1-5/8" OMG HEADLOK SP (UP TO 4" ECHO BLOCK THICKNESS)

                                OR

3-1/2" OMG HEADLOK SP (RQD. FOR 4" AND OVER ECHO BLOCK)

SPACED 9" O.C. ALONG TOP FLANGE.

ECHO BLOCK WITH DRIP EDGE

AH-160

PROPACK

ADHESIVE

CONTINUOUS

1-1/2" BEADS

SPACED 6" O.C.

8,000 PSI STRUCTURAL CONCRETE SURFACE

24 GA. GALV. DRIP EDGE

1-5/8" OMG HEADLOK SP

(UP TO 4" ECHO BLOCK THICKNESS)

                                OR

3-1/2" OMG HEADLOK SP

(RQD. FOR 4" AND OVER ECHO BLOCK)

SPACED 9" O.C. ALONG TOP FLANGE.

ECHO BLOCK  NAILER WITH DRIP EDGE

ECHO BLOCK NAILER (MIN. 2")

(INSULATION OPTIONAL)

20 GA. GALV. CLEAT

3.5" OMG HEADLOK SP

9" O.C. ALONG VERTICAL FACE.

AH-160 PROPACK ADHESIVE

CONTINUOUS 1-1/2" BEADS

SPACED 6" O.C.
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